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FEATURES

= Usewith 1-1/2n. to 1-7/8 in. door (38mm-48mm)

= EASY INSTALLATION: Replace an existing front door handle yourself
with no skill required; self-zligning screw holes make installation easy
and hassle-free; install in minutes with only a screwdriver

= UNIVERSAL HANDING: Works with right and left handed doors.

= TRUSTED WARRANTY: Schlage locks are backed by a limited
lifetime mechanical and finish warranty; see Schlage warranty for full
detals

= Seffaligning screw holes make installation easy and hassle-free

= Lever design pairs well with traditional styles like claw-foot bathtubs
and Victorian plumbing fixtures

= Combine with a Schlage Electronic Deadbolt for a complete front
entry set

= Guaranteed to fit on standard doors
= Exterior grip and interior door lock
- Certified Commercial Grade 2

= Graded Best in Security, Durabilty, and Finish
= Leam more about grading
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SPECIFICATIONS

= Applications: Residential single- and multi-family doors

*  Backset: Universal latch standard, fits either 2-3/8 in. (60mm) or 2-3/4
in. (70mm) backsets

« Certifications:
« Commercial Standard Certification:ANSI/BHMA A156.02
Commercial Grade 2

« Residential Standard Certfication:ANSI/BHMA A156.39
Residential Grade AAA

= Door thickness range: Door thickness range: Door thickness range:
1-1/2 . to 1-7/8 in. (38mm-48mm) standard. Thick door kit available
for thickness up to 2-1/din.

= Keying: F-Series handlesets are 5-pin tumbler with two keys per
lock

« General: Min. 5-1/2 Center-to-Center distance between cross bore.
holes

= Outside Trim: Handlesets are solid cast zinc.
« UL Listed: Available in Box Pack

= Warranty: Limited Lifetime Mechanical and Finish Warranty.




